
E lectric cables leght
1500 mm out of frame

Power unit

Philips L E D
A rgon 90%

Low temperature operating conditions

Exclusive design and full height comfortable grip handle

Left to right hand and vice versa reversible door

Swing door made of triple security glass layers according to UNI 12150 standard

Glass standard heating: 220V 100W/SQM (any other voltage and wattage available on demand)

Aluminium frame standard heating: 220V 7.5W/MTL (any other voltage and wattage available on demand)

Adjustable self-closing action by torsion bar

Manual open wide door lock

Aluminium Framed Glass Door

Silver satin aluminum insulated by Ral 9005 Pvc covers

Any frame is adapted to receive aluminum framed glass doors by TGD

Any master frame voltage available on demand (standard 220V)

Standard frame prewired. Led application on demand

Standard configuration led prewiring. Led assembly on demand

Standard heating Master Frame

2 OPENINGS

LxH WATT

1564x1639 263

1564x1844 278

1372x1639 245

1372x1844 260

44 Watt

MODEL 
1 OPENING

LxH WATT

X76 795x1639 138

HX76 795x1844 146

X66 698x1639 129

HX66 698x1844 137

Led power W (*) 22 Watt

3 OPENINGS

LxH WATT

2342x1639 388

2342x1844 410

2046x1639 361

2046x1844 383

66 Watt

4 OPENINGS

LxH WATT

3123x1639 514

3123x1844 543

2722x1639 477

2722x1844 507

88 Watt

5 OPENINGS

LxH WATT

3898x1639 640

3898x1844 675

3396x1639 593

3396x1844 628

110 Watt

Master Frame “Fill-In” Dimensions and sourcing requirements

(*) only for “Led on board” configuration

LT COLD ROOM DOOR

LxH WATT

761x1601 136

761x1806 153

661x1601 120

661x1806 134

-

Data sheet LT Walk-in Glass doors for Cold Room

LT Walk-in Glass doors for Cold Room
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E lectric cable of link door

Heater frame door

LT Walk-in Glass doors for Cold Room
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CUSTOMER

ISSUECHANGE REASONCHANGE DATEDRAWN BYSTATUS

MATERIAL CODEPROJECTIONGENERAL TOL.

DESCRIPTION

WEIGHT KG U.M. MATERIAL

DRAW DATE CREATED BY APPROVAL DATE APPROVED BY

ISO 2768-M

30227200_GRUPPO CERNIERA DX INF. PER TELAIO (8912904)
Thick.

Via Tovo, 5 27020 Travacò Siccomario (PV) Italy
Tel. +39 0382 482773 Fax +39 0382 482774
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E lectric cables leght
1500 mm out of frame

Philips L ED

Power unit

Self closing action by torsion bar

Low temperature operating conditions

Data sheet LT Walk-in Glass doors for Cold Room

Electric cables leght 
1500mm out of frame 

Self Frio 3 LED 
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